
L6 WasherSet 0.5mm

0.8mm

¥33,000 9-10mm/ 42.5-43.5mm

IN

¥4,800 innerwear and outerwear 8 pieces set

¥8,800
¥8,800

Compatible with 9000 rpm

Compatible with 10000 rpm

*The listed price is the base price. Consumption tax will be added separately.

¥7,200

¥7,200

1.2mm
1.6mm
2.0mm

L14 - L18

L14 - L18

L4 WasherSet 0.5mm

0.8mm

*The standard thickness is 1.0 mm.

Compatible with 9000 rpm

Compatible with 10000 rpm

EX

¥300/piece

L20 - L28

¥22,000

¥11,000
¥11,000
¥11,000

Compatible10,000 rpm

¥300/piece
¥300/piece

¥8,800

¥16,000 8- 9.3mm/40-

-

41mm

Single Inner Washer 0.5mm
0.8mm

1.2mm

1.6mm
2.0mm

¥24,000 8- 9.3mm/40 41mm

¥4,800

9000rpm

Single OuterWasher 0.5mm
0.8mm

¥300/piece

L20 - L28

Remarks

Price/Set

Price

Price/Set Compatible Cam Lift/Mounting Length

9-10mm/42.5-43.5mm

This can be adjusted by changing the combination of spring washers, retainers, and valve lengths, so please feel free to contact us.

*The spring mounting length must be changed from the standard 40mm to the above mounting length.

*The 10,000 rpm compatible springs are specially designed for IN and EX, and the combination has different characteristics.

Valve spring washers are essential components for ensuring uniform valve spring installation 
length and load distribution.

※Can be stacked in pairs, use inner and outer washers of the same thickness.

*2 spring types are available: 9000rpm-rated (for low lift) and 10000rpm-rated (for high lift), 
depending on cam lift.

Inner-outer press-fit + uneven pitch design enhances natural frequency. 
KAMEARI expertise is applied to the calculated load settings, targeting explosive power and high-rev 
performance.

Prevents timing chain deflection through surface grinding, stabilizes valve timing, 
and reduces friction loss.

Specification

Model

Thickness

Model

Thickness Surface Grinding Amount/Remarks

Part Name

L-Shaped Cam Holder Spacer

L-Shaped Valve Spring Washer

L-TypeSPL Valve Spring

L-Type Chromium Lightweight Rocker Arm

L-TYPE ENGINE TUNING PARTS

•Heattreatment: High-frequency hardening (Pivot & tip: HRC45-50)

•Surface treatment: Shot blasting + coining
•Carbide tip: Genuine parts (Brazing breaking strength 3t or more, height variation within 100/5)

•Refining hardness: HRC30~33 (Genuineproduct: HRC22~26 )

•Material:Chrome molybdenum steel (Genuine:carbon steel)

•Manufacturing method: Forged
•Weight: 56g-59g (Genuine:75g-80g )

18

Delivery date undecided

【Limit Load Comparison】
Measurement Method: Place fulcrums at the pivot point and the tip of the rocker arm. With the main body set horizontally, 
apply loads in 500kg increments to the center of the carbide tip. 
Measure the strain on the rocker arm body at each load level and compare the strength. 

0mm
0.45mm

0.48mm

0.47mm

0-1t 1.5t
0mm

0.01mm

2.5t
0.02mm

3.5t

0.18mm
Lightweight chromoly part (57g)

2.0t
0.01mm

Normal lightweight part (60g)

0mm
Damage

0.12mm

Normal unprocessed part (76g)

0mm
0.02mm

3.0t
0.18mm

0mm
0.02mm

1.1-1.5mm (with long bolt)
1.6-2.0mm (with long bolt)
2.1-2.5mm (with long bolt)

1.1-1.5mm (with long bolt)
1.6-2.0mm (with long bolt)
2.1-2.5mm (with long bolt)

Machine Translated by Google
L-Type/H

ead Parts

Compatible

innerwear and outerwear 8 pieces set

innerwear andouterwear 12 pieces set

innerwear andouterwear 12 pieces set

*The surface grinding amount below is calculated by adding or subtracting the change in head gasket thickness from the stock thickness 
from the total surface grinding amount of the block and head. When using spacers, the rocker guide thickness increases, 
so be sure to adjust accordingly.

NO.20251210Y


