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ENGINE TUNING PARTS

U20 SR20DE(T) FJ20E(T) A12-A15 2TG,18RGS20

¥18,000

¥18,000
¥18,000
¥15,000

¥18,000

¥16,000
¥20,000

¥18,000

A12 - A15

(Cam angle) 1 scale 2°±10°

(Cam angle) 1 scale 2°±10°

(Cam angle) 1 scale 2°±10°

(Cam angle) 1 scale 2°±10°

(Cam angle) 1 scale 2°±10°

(Cam angle) 1 scale 2°±10°

IN 40mm EX 43mm

IN 46mm EX 46mm
IN 47mm EX 47mm

IN 53mm EX 53mm

IN 50mm EX 52or59mm

IN 44.5mm EX 48.5mm

IN 50mm EX 52or59mm

Base price/set

IN 51mm EX 51mm

IN 43mm EX 43mm

IN 40.5mm EX 40.5mm

It is engineered to minimize chain stretch and vibration, particularly at high RPM, providing excellent durability and precision.
This reinforced timing chain has been redesigned from the standard type, strengthening the contact areas such as pins and bushings.

It can be used as a standalone replacement or in combination with a cam sprocket for optimal performance.

SpecificationEngine type Remarks

SR20DE(T)

FJ20E(T)
2TG, 18RG
4AG

L14 - L18(STD/0.03 o/s)

RB20 RB26DET

S20

L20 - L28(STD/0.03 o/s)

Phosphor bronze

Aluminium bronze

PBB
ABB

*The listed price is the base price. Consumption tax will be added separately.

Racing valve guide

Cam sprocket gear

Reinforced timing chain

¥8,000 ¥20,000

Head parts

L20-L28, L18

A12 - A15(8mm φ stem)

S20

SR20DE(T) Slide type
Slide type

U20

FJ20E(T)

L20- L28 L18 Slide type
Slide type
Fixed type

A12 - A15
2TG, 18RG

Slide type
Slide type
Slide type

¥44,000
¥25,600

¥48,000

¥32,000

¥16,800
¥16,800

¥18,000
¥27,000

¥18,000
¥28,000

A12- A15 (Double)

Engine type

¥16,000

¥13,000

¥16,000

SR20

(Double)

U20

(Single)

R16

20R

¥12,000

¥8,000 ¥18,000

Z20

(Single)

18RG

2T 3T

¥8,000 ¥12,000

¥10,000

¥8,000 ¥16,000

TOYOTA 2000GT

¥8,000

¥ 16,000

¥9,000 ¥12,000

¥14,000

¥16,000

4K-Ⅱ(single)

L20- L28 L18

¥10,000

H20

¥9,000 4G52

¥11,500 G54B

2TG

Price Engine type [Primary side]

¥11,000

Z18

¥8,000 ¥16,000

[Secondary side]

¥8,000 ¥12,000

L20B

¥9,000 ¥18,000

¥16,000

FJ20

¥10,000

3K, 4K (double)

Base price

ABB/PBB

PBB/PBB
ABB/PBB

ABB/PBB
ABB/PBB

ABB/PBB
ABB/PBB

ABB/PBB
PBB/PBB

ABB/PBB

- Excellent heat dissipation and heat resistance; ideal for high-performance engines.

- Excellent wear resistance, ideal for gasoline engines.

Valve guides require excellent wear resistance, heat resistance, and lubricity — all of which are critical to engine performance.
Each guide is manufactured with high precision, featuring minimal variation in inner diameter to ensure consistent accuracy.

PBB type is made of phosphor bronze, providing superior wear resistance and ideal for gasoline engines.

Kameari’s precision cam sprocket gear is heat-treated for superior durability and strength, ensuring 
stable performance under all conditions.

Two types are available: PBB and ABB.

Machine Translated by Google

(7mm φ stem)

*Valve guides are sold individually.
*Oversized L-type valve guides are available only in total lengths IN50 and EX59.
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The slide type allows for easy fine adjustment of valve timing and offers a wider adjustment range 
compared to the fixed type.
It is an ideal component for precise valve timing settings.

ABB type is made of aluminum bronze, offering excellent heat dissipation and heat resistance, recommended for high-output engines.


