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(New materials used, Lubright surface treatment applied)
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¥80,000

Model Name Cam Lift Valve Lift Central Angle

L6 L4

L4 SetPrice ¥176,000

¥100,000

L6 SetPrice ¥216,000

•Compatible with normal valves, street and sports driving. Up to 7000 RPM

Recommended engine displacement 1,600-3,100cc. Street and sports driving. 7000 rpm or less.

•Compatible with normal valves, street and sports driving. Up to 7500 RPM

•Drag races, lap races *Long big valves, 10000S/P, retainer needs to be replaced

•Standard valve springs and rocker guides can be reused. No recess processing required. Up to 6000 RPM

•Standard valve springs and rocker guides can be reused. No recess processing required. Up to 6000 RPM

•Export 68 degree torque-up version, compatible with sports carburetors

•Export 68 degree torque-up version. Compatible with sports carburetor and SU carburetor. *Check notes for L20.

•Drag races, lap races *Long big valves, 10000S/P, retainer needs to be replaced

•Street and sports driving *Compatible with standard valves using low head valve oil seal

•Drag races, lap races *Long big valves, 10000S/P, retainer needs to be replaced

L-Shaped Material Camshaft

TypeL- 77 Degrees I / 75 Degrees B 5-Piece Set

L-Type77 Degree I Camshaft

L-type Camshaft 3-Piece Set

L-Type 66 degree A camshaft + 9000 rpm compatible S/P + rocker guide SET

¥80,000

101

7.0

L-Type 70 degree A camshaft + 9000 rpm compatible S/P + rocker guide SET

105

¥80,000

¥100,0009.6

¥80,000

103

9.9-10.2

¥80,000

¥80,0008.6

13.8-14.1

104

12.4-12.7

¥80,000

¥80,000

103

104

9.3

8.6 12.4-12.7

¥100,000

7.0

13.4-13.7

107

104

¥100,000

¥100,000

L-Type 75 degree A camshaft + 9000 rpm compatible S/P + rocker guide SET

9.3

¥80,000

¥100,000

L-Type 68 degree A camshaft + 9000 rpm compatible S/P + rocker guide SET

¥80,000

106

8.3

9.9-10.2

101

10.0 14.4-14.7

¥80,000

¥100,000

103

¥100,00010.0

¥80,000

L-Type 66 DegreesA 12.0-12.3 108

8.6

L-Type 73 degree A camshaft + 9000 rpm compatible S/P + rocker guide SET

¥80,000

¥80,000

12.4-12.7

8.6

EX77 degrees 10.0

Action Angle Cam Lift Valve Lift
IN 77 degrees 10.0 14.4-14.7mm

14.4-14.7mm

•Compatible with normal valves and normal heads (standard rocker guide setting 4.5mm)

77 DegreesI

•Compatible with normal valves and normal heads (standard rocker guide setting 4.5mm)

•Includes 9000 RPM-rated bushing springs that best matches street use. •The thickness of the rocker guide is selected based on conditions 
such as valve protrusion, cam base cycle, and the use of cam holder 
spacers, compared to the standard 3.0mm thickness.

•Compatible with normal valves and normal heads (standard rocker guide setting 4.0mm)

75 DegreesB

75 DegreesA73 DegreesA

77 DegreesJ

Note:For L20 engines with piston sizes of 82.5φ or smaller and cam lift of 8mm or greater, additional machining of the valve recess on the cylinder block exhaust side is required. 
         Please contact us for inquiries regarding recess depth or position.
         For L24, L26, L28, and L4 engines, all standard pistons are 83φ or larger, so no cylinder block recess machining is required for STD valves. 
         Even with piston sizes of 82.5φ or smaller, no recess machining is needed for 68B or 70B engines since their cam lift is 7.0mm.

•Compatible with normal valves and normal heads (standard rocker guide setting 4.0mm)

75 DegreesC

*The listed price is the base price. Consumption tax will be added separately.

SUPER DRAG PROFILE

75B
77G

77I

This camshaft has been newly designed and modified based on cam programming data
for each profile, departing from the conventional 77-degree series. It is valve lift curve,
aimed at achieving superior instantaneous power and big power, is formed by a steep
rise angle for rapid acceleration and cam lobe top shape that provides, ample contermasures
against valve bounce. Developed in parallel with the valve train components to achieve 
the ideal engine performance curve. this is a special camshaft exclusively for Mega Tune.

Remarks

twenty one

Camshaft + 10,000rpm S/P + Big Valve

Model Part Name

+ Titanium Retainer
+Reinforced ValveCollet

¥100,000

¥100,000

¥100,000
¥110,000

¥100,000
¥100,000
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*Check notes for L20.

¥110,000
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¥110,000
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68 BDegrees

70 DegreesA

70 BDegrees

73 DegreesA

75 ADegrees

75 DegreesB

75 CDegrees

77 DegreesG

77 IDegrees

77 DegreesJ

L-Type 78-77K 10.0 14.4-14.7 102 Degrees

•Compatible with normal valves and normal heads (standard rocker guide setting 4.5mm)

¥100,000

¥100,000

•Street and sports driving *Compatible with standard valves using low head valve oil seal

•Drag races, lap races *Long big valves, 10000S/P, retainer needs to be replaced

NO.20251212Y

L-Type 78-77K Camshaft


