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*The listed price is the base price. Consumption tax will be added separately.

STD Glasses Muffler Gasket

* M8×40 muffler mounting bolt

Price: ¥1,800

Price: ¥10,000

Engine: L20, L24, L28
Comform:Journal is 0.25 under and

thrust is STD type
Price: ¥15,900

• Early model:Nissan genuine parts (under of the photo)

Price: ¥15,900

Comform:GC10/S30 early model
*For genuine exhaust

M6×φ14×t2.3 flat washer

FJ20ET, SR20, RB20

Price: ¥2,070 /1 piece (Updated 2025.4.9)

Price: ¥470

* Left and right set

Price: ¥1,360/SET

Price: ¥1,200/SET

Price: L6 ¥1,500 (set of 6)

Engine: L20, L24, L28, L14, L16, L18
Comform: All L-type vehicles with 9mm size
Price: L6 ¥7,320 L4 ¥4,880

Price: ¥440 / 2 bottles SET

H to L: 19mm

For Street

•L6 SET Price: ¥6,320

*Product to prevent bolts from loosening on tuning cars.* Reinforced chrome molybdenum flange bolt
(M6 x 18) Spring washer

Comform: L20, L24, L26, L28
Price: ¥470

Price: ¥20,000
(Updated 2024.10.01)

L20B, A-type, 2TG, 18RG, 4K

Price: ¥1,500
*Corrosion-resistant chrome-plated finish

Price: ¥2,250

*Corrosion-resistant chrome-plated finish

•Late model: KAMEARI product (top of the photo)
Price: ¥20,000

Tightening torque: 18.5kg/ m
(181.4 N•m)

Price: ¥12,000

Tightening torque: 2.3kg/m (22.6N• m)

VG30DET Connecting Rod Metal

Comform: for L32 narrow connecting rod
Grade: #0 #1 #2

*Distance from top to H: 179mm

Price: ¥680

Tightening torque: 18.5kg/m
(181.4 N• m)

Price: ¥800

For Racing

•L4 SET Price: ¥4,040

L6 Genuine 0.5 Under Main Metal SET
Engine: L20, L24, L28
Comform: Journal is 0.5 under and thrust

is STD type

Price: ¥800/SET

M8×40 Tightening: 2.2kg/m (21.5N• m)

Price: ¥2,250

L4 ¥1,000 (4-piece set)

L6 Genuine 0.25 Under Main Metal Set

L-type Genuine Connecting Rod Bolt And Nut Set

L6 Through Type Alternator Bracket
*This is a bolt loosening prevention item for
tuning cars.

Chromoly reinforced bolts (M10 x 130) included
*Installation... Alternator hole enlargement required

Price: ¥7,100

L6 Through Type Slternator Bracket
*This is a bolt loosening prevention item
for tuning cars.

Chromium reinforced bolt (M8 x 130) included
*Installation: Bolt-on

Price: ¥6,400

Kameari Starter Mounting Bolt Set
Comform:L4, L6, U20, S20
*7 mark Nissan genuine bolt (M10 x 35)
(washer built-in type)

L6 Alternator Adjustment Stay

L4 Cam Holder Reinforced Bolt SET

L6 Exhaust Manifold Mounting Bolt Set
*Standard set including genuine stud bolts,
yokes, nuts and washers.

L-Shaped ChainGuide Reinforced Bolt SetL-Shaped Intake Manifold Upper Mounting Bolt Set
*7 mark high strength bolt (M8 x 35)

(washer built-in type)

Clutch Cover ReinforcedBolts 6-Piece Set
(Tightening torque: 4.0kg/m 39.2N•m)

Comform:L6 (225mm),L18, FJ20 (NA)

L6 Oil Level Gauge Guide

L4 ARP Reinforced Flywheel Bolt

Clutch Cover Reinforced Bolts 9- Piece Set
(Tightening torque: 4.0kg/m 39.2N•m)

Comform:L6 (240mm)Kameari large diameter clutch

L6 Octopus Fange Bolt Set
(Material:Stainless steel SUS304)

L6 SpindleGear

L4 Exhaust Manifold Mounting Bolt Set
*Standard set including genuine stud bolts,
yokes, nuts and washers.

L20B Front Cover G/K

L6 ARP Reinforced Flywheel Bolt
*product to prevent bolts from loosening on
tuning cars.

L6 Cam Holder Reinforcement Bolt SET

M8×100

*slightly longer setting to prevent damage to
the threads

Tightening: 2.5kg/m (24.5N•m)

L6 Plug Cord Holder Set (Standard)
Conform:Support is for 2-bolt thermo cover
Price: ¥8,000/set

S130 Oil Level Gauge

L-Type Engine Overhaul Parts 2

Fits
KAMEARI Race Display

• Type B (early model)

S56.2~Genuine Disby
(1981.2~)

Late S130, HR30

•Type A (late model)

Fits
~S56.2 genuine Disby

(~1981.2)
S30, S130 early model
GC10 to GC210, KHC130

No,20251227Y

Differences in L6 spindle gears
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L-Type O

verhaul Parts

M8×40 Tightening: 2.2kg/m (21.5N• m)
M8×100

*slightly longer setting to prevent damage to
the threads

Tightening: 2.5kg/m (24.5N•m)


